VACUUM PUMP PRESSURE

SWITCH REPLACEMENT
BY; ENERGY SALES, INC

Silicone Hose

Pressure Switch

Description Part Number [Quantity

Pressure Switch 90430600 1

Silicone Hose 91417411 1

Barbed Fitting 91220201 1

Locknut 91104001 2 Barbed Fitting
Screw #8 x 3/8 94118106 2

Lock Washer #10 96211000 2

Screw #10-32 x 3/8 93511706 2

Locknut #10-32 92311800 2

GROUND SCREW
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Pressure Switch Mounting

\/ Né SC J Holes (Located on both

sides of pump frame)

EP-100/ EP-200 SERIES

NORMALLY OPEN TERMINAL

*Connect the wire leads provided to terminals 1 and
2 labeled (C) Common and (NO) Normally Open.

CONTROL PANEL WITH SINGLE FUEL BURNERS
(01312301 & 01312302) 120V APPLICATION
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L2 = T4 YELLOW BROWN NOTE; 208-230V NOT COMPATIBLE
*WIRE NOT USED IN 2 WITH THIS CONTROL PANEL.
APPLICATION DO
NOT USE AND CAP

TO REVERSE ROTATION - CHANGE

L1(T5) TO N AND N (T8) TO L1 PRESSURE SWITCH For questions please contact us at 952-890-2966




